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| GENERAL NOTES kN T N\ "
CONSTRUCTION DETAILS 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA = NE SIDEWALK RAMP DETAIL SE SIDEWALK RAMP DETAIL
A.INSTALL 5 FT. BREAKAWAY PEDESTAL POLE WITH SHA STD. MD 801.01 18 IN. 5. AN T A R o TR o 10 VERIFY ALL UNDERGROUND 7 (NOT TO SCALE) (NOT TO SCALE)
DRAMETER FOUNDATION, ACCESSIBLE PUSHBUTTON aND R10-3(1) SIGN TO AEAD UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF ANY 4 STANDARD TYPE
Ut BUT ION_TO CROSS MLK JR. HWY OR JOHNSON AVENUE™ (NOTE: 1-3 INCH UTICITY GONFLICTS ARISE THE GONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. / & A COMB. CURB
* . : LN
B.REMOVE EXISTING PUSHBUTTON, SIGN AND PEDESTRIAN SIGNAL HEAD(S). INSTALL 3. WITHIN 36 IN. OF GNDERCROUND SritliY LOCATiONS: IHE CONTRACTOR SHALL BE / - - _ AND GUTTER
COUNTDOWN FEDESTRIAN SIGNAL HEADS, R10-3(1) SIGN TO READ “PUSH BUTTON TO 4. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR N\ _ 8’
BEDESTRIAN. PUSHBUTTON ON EXISTING SIGNAL POLE CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY PROFILE GRADE FOR OPEN : - STANDARD TYPE A : -
| ’ ' ‘ SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, \ CURB MD STD. 620.02 11/
C.REMOVE EXISTING VEHICULAR TRAFFIC SIGNAL HEAD AND INSTALL NEW VEHICULAR NSy T N [ R AL PVERIFY ULTIMATE GRADES PAIOR 0 THE
LED TRAFFIC SIGNAL HEAD IN SAME LOCATION USING EXISTING WIRING. D 3 e o B TR B T BMORE AD \ ETECTABLE WARNING =
D- INSIALL 3 AN SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) 5. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. \ SURFACE MO STD. 655.40 e 6’
FLINSTALL 127IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR . JHE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LEBELING \ &5
: 6. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES. \
CTergtaRes N M TN RO A8 E A A N T T THE EXISTING TRACHIC SIGNAL COULPMENT REMOJEQ SHALL SECOHE THE, PROCERTY ! ° Y e
H.BEMOVE EXISTING SIDEWALK RAMP AND SONSIRUCT SHA STD. MD 52:12.4 8. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION(S) PRIOR TO INSTALLATION. STANDARD TYPE g STANDARD TYPE A
e R M i, BETECTABLE NAR : - 40. 9. THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED RAMPS. DETECTABLE WARNING A COMB. CURB AR aRD P . 02
' 10.ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS. AND GUTTER - 620.
K.REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT SIDEWALK RAMP WITH O A M T MR NES SHALL BE NS LD LN IR AN AL TH D SURFACE MD STD. 655.40
L.REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT. REMOVE L e RO R ok M ERTRTan STonaL S GUinE 16 BEsT PRACTICE ™ STATE OF MARYLAND
M. RECa A O 12 I B A s I NOT MET. THE CONTRACTOR IS TO STOP. WORK ON PUSHBUTTON LOCATIONS DEPARTMENT OF TRANSPORTATION
N e RS ISTING HANDHOLE ' THE CONFLICT HAS BEEN RESOLVED. IF NEEDED. A DESIGN WAIVER SHALL BE STATE HIGHWAY ADMINISTRATION
G ST BB e I N R e L R o o rme
Q. ABANDON -EXISTING CONDUIT. CAP AT NEAREST HANDHOLE. "IN A WHEELCHAIR REACHING LESS THAN 18 IN. FROM_A 60 IN. x 60 IN. LEVEL LANDING ‘SHA No: PGS56A53/B53 TRAFFIC ENGINEERING DESIGN DVISION
R-INSTALL 85 FL. LONG B 1N MEAT APPLIED WHITE PERMANENT PREFORMED AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%. | ~TOD No: XX449-03
THER _ : : 13.THE 10 FT. MINIMUM SEPARATION BETWEEN PUSHBUTTONS 1S TO BE MEASURED 'MD 704 @ J. MD 704 (MARTIN LUTHER KING JR. HIGHWAY)
S'%ﬁé%ﬁb?Ligrig'PkegﬁangmAR§%ﬁg APPLIED WHITE PERMANENT PREFORMED "~ FROM THE FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT CENTER OF POLE TO CENTER OF POLE. \ : @ Johnson Avenue " AT JOHNSON AVENUE
' | - 14.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSWALK FOR WHICH THEY ARE INTENDED. 3 | N | ; |
0. INSTACE NEW VEHICULAR LED TRAFFIC STGNAL HEAD. """ 15.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED TO THE | |
: | : SHA SIGNAL SHOP FOR TESTING AND PROGRAMMING PRIOR TO INSTALLATION. . - | - — ——
- o | CONTACT MR. EDWARD RODENHIZER AT 410-787-7650 TO COORDINATE. . - - APPROVALS . REVISIONS SIGNALIZATION PLAN SHEET
16.THE CONTRACTOR SHALL INSTALL ALL CONDUIT PRIOR TO SIDEWALK AND RAMP CONSTRUCTION. .
17.THE CONTRAGTOR SHALL REMOVE AND REPLACED CONCRETE SIDEWALK AT THE NEAREST JOINT. \\\\\ Qg///, SCALE__1' =20 ADVERTISED DATE_ 6-1-87 __ CONTRACT NO. __ P-904-501-385
, \ 18.THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING CONCRETE FOUNDATIONS WITH NEW - &
CURB/SIDEWALK RAMP WHERE NECESSARY. | I O S — " N —
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